
OVERVIEW
Item No. Model Description Interface Type

max. 
Baud Rate

Software / Driver Note

Repeaters

113953 I-7188E1 CR
Ethernet to 
RS-232/422/485

1 x RS-232 115.2 kbps
Virtual COM port driver
Windows® XP/2003/2008/
Vista/7/8/10 (32-/64-bit)

10Base-T, TCP/IP, TCP, 
UDP, IP, ICMP, ARP, 
RARP

-

116851 I-7188E1D CR
7-segment 
LED display

113954 I-7188E2 CR
Ethernet to 
RS-232/422/485

1 x RS-232
1 x RS-485

115.2 kbps
Virtual COM port driver
Windows® XP/2003/2008/
Vista/7/8/10 (32-/64-bit)

10Base-T, TCP/IP, TCP, 
UDP, IP, ICMP, ARP, 
RARP

-

114931 I-7188E2D CR
7-segment 
LED display

114352 I-7188E4 CR
Ethernet to 
RS-232/422/485

3 x RS-232
1 x RS-485

115.2 kbps
Virtual COM port driver
Windows® XP/2003/2008/
Vista/7/8/10 (32-/64-bit)

10Base-T, TCP/IP, TCP, 
UDP, IP, ICMP, ARP, 
RARP

-

116853 I-7188E4D CR
7-segment 
LED display

115886 I-7188E5-485 CR
Ethernet to 
RS-232/422/485

1 x RS-232
4 x RS-485

115.2 kbps
Virtual COM port driver
Windows® XP/2003/2008/
Vista/7/8/10 (32-/64-bit)

10Base-T, TCP/IP, TCP, 
UDP, IP, ICMP, ARP, 
RARP

-

116855 I-7188E5D-485 CR
7-segment 
LED display

114476 I-7188E8 CR
Ethernet to 
RS-232/422/485

7 x RS-232
1 x RS-485

115.2 kbps
Virtual COM port driver
Windows® XP/2003/2008/
Vista/7/8/10 (32-/64-bit)

10Base-T, TCP/IP, TCP, 
UDP, IP, ICMP, ARP, 
RARP

-

114713 I-7188E8D CR
7-segment 
LED display

112628 JetPort 5201 Ethernet to RS-232 1 x 10/100 Mbps 460.8 kbps Windows® XP/2003/Vista DHCP, BootP, Telnet, TCP, UDP, IP, 
ICMP, ARP, RARP, SNMP, HTTP, SMTP.
Up to 5 simultaneous serial 
connections

146104 JetPort 5601-EU V3.0
Ethernet to 
RS-232/422/485

2 x 10/100 Mbps 
Daisy Chain or 
redundant

921.6 kbps
Windows® XP/2003/
Vista/7/8/10 (32-/64-bit)
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