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ECAT-2000 SERIES

ECAT-2000 SERIES I/O-MODULES FOR ETHERCAT®

Item No. Model Inputs Outputs Channel type Isolation Protocol Note

Digital inputs

141425 ECAT-2051 CR 16 -
16 digital inputs 
(dry contact / wet contact)

3750 V EtherCAT

dry contact (source)
logic 0: open
logic 1: connect to ground
wet contact (sink/source)
logic 0: max. 4 V 
logic 1: 10 V to 50 V

147526 ECAT-2053 CR 16 -
16 digital inputs 
(wet contact)

3750 V EtherCAT
logic 0: max. 2 V 
logic 1: 3.5 V to 50 V

Digital inputs & outputs

147524 ECAT-2052 CR 8 8

8 digital inputs 
(wet contact sink/source)
8 digital outputs 
(open collector source)

3750 V EtherCAT
logic 0: max. 2 V 
logic 1: 3.5 V to 50 V

131483 ECAT-2055 CR 8 8

8 digital inputs 
(dry contact source / 
wet contact sink/source)
8 digital outputs 
(open collector sink)

3750 V EtherCAT

dry contact (source)
logic 0: open
logic 1: connect to ground
wet contact (sink/source)
logic 0: max. 4 V 
logic 1: 10 V to 50 V

Digital outputs

141423 ECAT-2045 CR 14 -
16 digital outputs 
(open collector sink)

3750 V EtherCAT load: 700 mA, 3.5 to 50 VDC

Relay

141426 ECAT-2060 CR 6 6

6 digital inputs 
(dry contact source / 
wet contact sink/source)
6 relay outputs 
(form A, normally open)

3750 V EtherCAT

dry contact (source)
logic 0: open
logic 1: connect to ground
wet contact (sink/source) 
logic 0: max. 4 V
logic 1: 10 V to 50 V
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