
Item No. Model Inputs Outputs Channel type Isolation Protocol Note

Analog inputs

128945 PROFI-5017 CR
8 -

8 analog inputs (±10 V)
2500 V

DP-V0
resolution: 16-bit

128931 PROFI-5017C CR 8 analog inputs (0 to 20 mA) DP-V0

Temperature

131982 PROFI-5018/S CR 10 -
10 analog inputs 
(±500 mV, ±10 V, 0 - 20 mA, 
4 - 20 mA, thermocouple)

2500 V DP-V0
thermocouple: 
Type J, K, T, E, R, S, B, N, C

Analog outputs

127827 PROFI-5024 - 8
8 analog outputs
(±10 V, 0 - 20 mA, 4 - 20 mA)

- DP-V0 resolution: 14-bit

Digital inputs

124675 PROFI-5052 CR 12 - 12 digital inputs (sink/source) 5000 V DP-V0
logic 0: 4 VDC max.
logic 1: 4-30 VDC

124676 PROFI-5053 CR 24 - 24 digital inputs (dry contact) - DP-V0
logic 0: connect to ground
logic 1: open

Digital inputs & outputs

123958 PROFI-5050 CR 16 8
16 digital inputs (sink/source)
8 digital outputs (sink)

- DP-V0
logic 0: 1 VDC max.
logic 1: 4-30 VDC

123196 PROFI-5055 CR 8 8
8 digital inputs (sink/source)
8 digital outputs (sink)

3750 V DP-V0
logic 0: 4 VDC max.
logic 1: 10-50 VDC

123959 PROFI-5060 CR 8 4
8 digital inputs (sink/source)
4 digital outputs 
(form C, change over)

3750 V DP-V0
logic 0: 1 VDC max.
logic 1: 4-30 VDC

Digital outputs

123989 PROFI-5045 CR - 24 24 digital outputs (dry contact) 3750 V DP-V0 current output: 650 mA max.
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