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Item No. Model Inputs Outputs Channel type Isolation Protocol Note

Analog inputs

148374 PFN-2019/S CR 10 - 10 analog inputs (10 Hz, 16-bit) 3750 V PROFINET input voltage selectable per jumper

Analog outputs

148375 PFN-2024 CR - 4
4 analog outputs 
(10 V, 0-20 mA, 4-20 mA)

3750 V PROFINET -

Digital inputs

130184 PFN-2051 CR 16 -
16 digital inputs (dry contact source/ 
wet contact sink/source)

3750 V PROFINET -

141422 PFN-2052 CR 8 -
8 digital inputs 
(wet contact sink/source)

3750 V PROFINET -

132666 PFN-2053 CR 16 -
16 digital inputs 
(dry contact source)

3750 V PROFINET -

Digital inputs & outputs

130181 PFN-2055 CR 8 8

8 digital inputs 
(dry source / wet sink/source)
8 digital outputs 
(open collector sink)

3750 V PROFINET power on value, safe value

Digital outputs

130183 PFN-2042 CR - 16
16 digital outputs 
(open collector sink)

3750 V PROFINET power on value, safe value

Relay

130182 PFN-2060 CR 6 6

6 digital inputs 
(dry source / wet sink/source)
6 relay outputs 
(form A, normally open)

3750 V PROFINET power on value, safe value


