
   | 25

USB-2000 SERIES I/O-MODULES FOR THE USB-PORT

USB-2000 SERIES

Item No. Model Inputs Outputs Channel type Isolation Protocol Note

Analog inputs

127721 USB-2019/S CR 8 -
8 analog universal inputs 
(±10V, ±20 mA, thermocouple)

3000 V USB individual channel confi guration

145864 USB-2026 CR 5 -
5 analog inputs 
(±10 V, ±20 mA)

- USB
2 analog outputs, 2 digital inputs, 
2 digital outputs

Digital inputs

140940 USB-2051 CR 16 -
16 DI (dry contact / wet contact) 
with counter (500 Hz, 16-bit)

3750 V USB
dry contact (source)
wet contact (sink/source)

Digital inputs & outputs

140942 USB-2055 CR 8 8
8 DI (dry contact / wet contact)
with counter (500 Hz, 16-bit)
8 DO (open collector)

3750 V USB
dry contact (source)
wet contact (sink/source)

Counter / Frequency / Encoder

128934 USB-2084 CR 8 -
8 counter / frequency or 
4 encoder inputs 32-bit

2500 V USB individual channel confi guration

Digital outputs

140939 USB-2045 CR - 16
16 digital outputs 
(open collector)

3750 V USB
load: max. 650 mA/channel, 
load voltage: 3.5 to 50 VDC

Relay

140941 USB-2060 CR 6 6
6 DI (dry contact / wet contact)
6 power relay
(form A, normally-open)

3750 V USB
dry contact (source)
wet contact (sink/source)

129712 USB-2064 CR - 8
8 power relay
(form A, normally-open)

2500 V USB
switch rating:
5 A@250 VAC, 5 A@30 VDC
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